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May 26, 2026 
 
Village of Hillman Category B HMA Overlay Project 
Addendum #2 
 
This Addendum is issued for the purpose of modifying and/or clarifying the original drawings and 
specifications and shall take precedence over them. 
 
All work included herein shall be in accordance with the original drawings and specifications except as 
specifically noted herein. All incidental items required to provide the following modifications shall be included 
even though not specifically described.  
 
It shall be the responsibility of the contractors to notify their subcontractors and/or suppliers of the 
clarifications, modifications, and/or revisions included herein. 
 
Receipt of this Addendum shall be noted on the Itemized Bid Sheet. 
 
The following project clarifications are provided based on questions received: 
 

1. HMA 5EL is the correct HMA mix, the HMA Application Estimate has been corrected and is attached. 
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HMA Application Estimate 

Description.       
This work shall be done in accordance with the requirements of Division 5 of the Standard Specifications except as 
herein specified. 

Materials. 
The HMA, 5EL for Top Course shall have a yield of 165 pound per square yard. 

The Aggregate Wear Index for all top course applications shall be 220 minimum. 

The Performance Grade Asphalt Binder for the Mixture shall be 58-28. 

Use of Recycled Asphalt Shingles (RAS) is prohibited. 

The HMA Bond Coat material shall be per Section 501.02.   

Construction Methods. The Nuclear Gauge Method of testing compaction shall apply. 

The HMA Bond Coat shall be constructed per subsection 501.03.D.  The uniform rate of application shall be 0.05 to 0.15 
gallons per square yard.  This is for information only and is included in the cost of associated pay items. 

Contractor shall provide a lab, testing equipment, and materials for acceptance testing conducted on behalf of the 
owner that is certified in accordance with 12SP-501J series (Acceptance of Hot Mix Asphalt on Local Agency Projects). 




